
Our M-CLST Fixture is a Round LED Lighted Closet Bar made from extruded Aluminum with a Frosted Polycarbonate Lens. 
Powered by our M-LIGHT LEDs, with a Plug-in LED Driver. It is available with an Anodized Finish, or can be Powder Coated 
with any of a number of available colors. It is also available with an IR Sensor to so that the LEDs inside the Closet Bar turn on 
when the closet door(s) is/are opened. Can be custom made to any length up to 2.0m and is available in a range of finishes.

M-CLST MOUNTING INSTRUCTIONS
LINEAR LED LIGHTING SOLUTIONS
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M-LINEAR FIXTURE
(ETL: 5005200)

DETAIL

M-LINEAR Fixture with Metro M-LIGHT LEDs
(indicated on separate sheet).
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CLOSET
EXAMPLE

M-CLST
MOUNTED

Mark mounting 
location for 
mounting brackets 
to be placed on 
both sides of closet 
walls, making sure 
the Closet Rod will 
be level.

Using template supplied, drill 
a hole through the side of 
the closet where lead wire is 
to be run through.

Pass lead wire through the hole drilled, and move 
Closet Rod into position for mounting.

Using screws supplied, first 
attach the mounting 
bracket at the lead wire end 
to wall; then attach the 
mounting bracket at the 
other end to the wall as 
shown.

Slip lead wire through the mounting 
bracket on the lead wire end as shown, 
and slip mounting bracket onto the 
Closet Rod. Slip the other mounting 
bracket onto the other end of the 
Closet Rod.


